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Engineered Conveyor Components
CEMAB, C, D, E&F




» Van Gorp Ordering Guide

(1) CEMA Class

E 7

35 TE

(1) (2)

B,C,D,E&F B -45
C -4,56
D -5 6
E -6, 7
F -6 7 8

’

(4) Idler Type

TE
TEI
TET
TESA
TU
TUI
CIT
CITI
CIR
CIF

CIRRD

CIFRD

Trougher Equal

Trougher Equal Impact

Trougher Equal Transition
Trougher Equal Self Aligning
Trougher Unequal ( Picking Idler)
Trougher Unequal Impact
Channel Inset Trougher

Channel Inset Trougher Impact
Channel Inset Return

Channel Inset Flat

Channel Inset Return Rubber Disc
Channel Inset Flat Rubber Disc

(5) Belt Width (in)

B

C
D
E
F

14 to 48
18 to 60
24 to 72
36 to 96
60 to 120

(2) Roller Diameter (In)

(3) (4)
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60
(5)

(3) Angle. *

20°, 35°, 45°

For V-Return use 5°, 10°, 15°
* For Return Idlers,
Usel=11/2",4=41/2",
7 =7 1/2" Bracket

RRD
RSA

FRD
VR
VRI
VRSA
IVR
LSI
LSR
GAR

Return Idler

Return Rubber Disc
Return Self Aligning
Flat Carrier

Flat Rubber Disc
V-Return

V-Return Impact
V-Return Self Aligning
Inverted V-Return

Live Shaft Impact
Live Shaft Steel
Garland ( Catenary Idler)




» Van Gorp Seal Design

Outer
retainin
ring

Solid steel axle
throughout full
length of roller

Maintenance-free,
high-guality, low-drag,
deep groove ball bearings
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Stationary outer.
shield with additicnal
triple labyrinth seal

» Van Gorp Idlers And Rolls.

Inmer round-wire
snap ring

Inner double triple labyrinth
seal pressed onto shaft and
into bearing cup

HDPE - ROLL




» Van Gorp CEMA Idlers.

B C D E E Plus F F Plus
Roll Diameter 4", 5" 4", 5", 6" 5", 6" 6", 7" 6", 7" 7", 8" 7", 8"
Belt Width 14" - 48" 18" - 60" 24" - 72" 36" - 96" 36" - 96" 60" - 120" 60" - 120"
Shaft Diameter 17 mm 20 mm 25 mm 40 mm 45 mm 50 mm 60 mm
Shaft Material C1018 C1018 C1018 C1018 C1018 C1018 C1018
Shaft Turn Down 14 mm 14 mm 14 mm 31 mm 31 mm 42 mm 42 mm
Seals Triple Labyrinth| Triple Labyrinth | Triple Labyrinth| Triple Labyrinth| Triple Labyrinth | Triple Labyrinth| Triple Labyrinth
Tube Thickness 3 mm 3.5mm 4. mm 4.5 mm 4.5 mm 6 mm 6 mm
Optional Tube Thickness 6 mm 6 mm 6 mm 6 mm
Tube Material ERW1020 ERW1020 ERW1020 ERW1020 ERW1020 DOM Tubing DOM Tubing
Seal Ball Bearing Series 6203 7Z 6204 7Z 6305 7Z 6308 7Z 6309 727 6310 Z2Z 6312 77
Clearance C3 C3 C3 Cc3 Cc3 C3 C3
L 10 Hours 30,000 hrs. 30,000 hrs. 60,000 hrs. 60,000 hrs. 60,000 hrs. 60,000 hrs. 60,000 hrs.
Cema Load Rating 400 Lbs. 900 Lbs. 1,200 Lbs. 1,800 Lbs. 2,400 Lbs. 3,600 Lbs. 4,200 Lbs.
T.I.R. Concentricity Min. 0.018", Max. 0.028" for scale quality idlers is 0.015"
- All Van Gorp idlers have a solid steel shaft throughout the can.

- Testing capabilities: roll concentricity, roll resistance, roll imbalance, load rating,
water resistance and axial displacement testing.

» Idlers For Your Industry
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» Van Gorp Idler Advantages.

25 to 30% in potential energy savings as a result of reduced friction.

Ball bearings are sealed for life.

Water resistant sealing system.

Flame resistant seal material (up to 212F or 100C).

Features a double, triple labyrinth seal, filled with lithium based grease that prevents
penetration of water and contamination into the bearings.

Concave seal design utilizes centrifugal force to expel any contamination that is able to
get past the outer dust cover.

Internal snap ring to secure the bearing, and an additional external snap ring secures
the seal.

Idler shafts are solid steel construction, using C1018 shaft material.

ERW1020 Tube material for CEMA B, C, D and E idlers. CEMA F uses DOM Tubing.
Capable of operating at temperatures down to -22F (-30C) with standard lubrication,
lower temperatures attainable with optional lubrication.

Standard idlers are rated for above or below ground use.

Warrantied for 36 months from ship date.
Bearing life (L10) is 30,000 hours or 60,000 hours depending on CEMA used.

Powder coat finish is standard on all idlers and rolls.
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