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IDLERS
B C D E E Plus F F Plus

Roll Diameter 4", 5" 4", 5", 6" 5", 6" 6" , 7" 6" , 7" 7" , 8" 7" , 8"

Belt Width 14" - 48" 18" - 60" 24" - 72" 36" - 96" 36" - 96" 60" - 120" 60" - 120"

Shaft Diameter 17 mm 20 mm 25 mm 40 mm 45 mm 50 mm 60 mm

Shaft Material C1018 C1018 C1018 C1018 C1018 C1018 C1018

Shaft Turn Down 14 mm 14 mm 14 mm 31 mm 31 mm 42 mm 42 mm

Seals Triple Labyrinth Triple Labyrinth Triple Labyrinth Triple Labyrinth Triple Labyrinth Triple Labyrinth Triple Labyrinth

Tube Thickness  3 mm  3.5 mm 4. mm 4.5 mm 4.5 mm 6 mm 6 mm

Optional Tube Thickness 6 mm 6 mm 6 mm 6 mm 6 mm 6mm

Tube Material ERW1020 ERW1020 ERW1020 ERW1020 ERW1020 DOM Tubing DOM Tubing

Seal Ball Bearing Series  6203 ZZ 6204 ZZ 6305 ZZ 6308 ZZ 6309 ZZ 6310 ZZ 6312 ZZ

Clearance C3 C3 C3 C3 C3 C3 C3

L 10 Hours 30,000 hrs. 30,000 hrs. 60,000 hrs. 60,000 hrs. 60,000 hrs. 60,000 hrs. 60,000 hrs.

Cema Load Rating 400 Lbs. 900 Lbs. 1,200 Lbs. 1,800 Lbs. 2,400 Lbs. 3,600 Lbs. 4,200 Lbs.

T.I.R. Concentricity

 CEMA Idlers

Min. 0.018", Max. 0.028"       for scale quality idlers is 0.015"  

·  All Van Gorp idlers have a solid steel shaft throughout the can.

· Testing capabilities: roll concentricity, roll resistance, roll imbalance, load rating, 
  water resistance and axial displacement testing.

TAKE-UP FRAMES



COMPANY HISTORY
Van Gorp Corporation, a leading manufacturer of conveyor pulleys, was 
founded by Franklin “Hap” Van Gorp. He started the company as a job shop 
in 1933, initially to perform repairs for coal mines, gravel plants, rock quar-
ries, and area farmers. By the 1950’s, Van Gorp was manufacturing portable 
conveyor systems for use throughout the Mid-west. 

In 1957, the business was incorporated and Van Gorp Manufacturing was 
formed. Early experience with manufacturing conveyors and working closely 
with conveyor users led to the development of problem solving products 
that are industry standards today. For example, Van Gorp was a pioneer in 
the development and marketing of wing pulleys. Mr. Van Gorp invented a 
rubber-lagged wing pulley which gained immediate success as a belt-clean-
ing pulley. Other examples are the Double Drum pulley, which was designed 
for steel cable and other high belt tension applications, and the XT bushing 
system that was designed by Van Gorp in 1978 exclusively for conveyor 
pulleys. The XT is recognized in the market place as the premier bushing 
system for conveyor pulleys.

In May of 1976, the firm was acquired by Emerson Electric Co. of St. Lou-
is, and Van Gorp’s affiliation with Browning Manufacturing complemented 
the power transmission part of the Emerson corporate business. In 1988, 
this affiliation entered into a new organization phase called Emerson Power 
Transmission which added Morse, McGill, Seal-Master, and Rollway. 

VAN GORP TODAY
October 1, 2002, Emerson divested the Van Gorp/ EPT Pella, Iowa opera-
tion to a new company called Van Gorp Corporation which is owned and 
managed by former EPT managers. Van Gorp Corporation is a major manu-
facturer and marketer of conveyor components. Products include conveyor 
pulleys, shafting, rubber lagging, bearings, rollers, take-up frames, and oth-
er related power transmission products. 

Over the years, the material handling industry has exploded with new oppor-
tunities that require even better conveyor pulley designs and state-of-the-
art fabrication processes. Van Gorp makes conveyor pulleys as small as 2 
inches in diameter and 2 inches wide up to conveyor pulley assemblies that 
weigh twenty tons. They can be found operating around the world from 
gold mines in Alaska to the copper mines in Chile; from package handling 
in France to grain handling in Russia. Van Gorp’s concentration on product 
improvement has enabled the firm to become one of the largest conveyor 
pulley manufacturers in North America. 

OuR MISSION
Van Gorp is committed to providing 
products and services that meet or 
exceed the needs of our custom-
ers.  We do this for the satisfac-
tion of our customers, employ-
ees and shareholders.  

VISION
Van Gorp will excel as an organization 
delivering world class quality products 
through operational excellence and consis-
tent use of solid management principles.  

ABOUT VAN GORP CORPORATION

OUR STORY
Van Gorp Corporation was founded by Franklin “Hap” Van Gorp. Mr. Van Gorp started in 1933, initially performing repairs for coal mines, 
gravel plants, rock quarries and area farmers. By the 1950’s, Van Gorp was manufacturing portable conveyor systems for use throughout the 
Midwest. Van Gorp was officially incorporated in 1957.

In 1976, Van Gorp was acquired by Emerson Electric Co., and in 1988 entered into a new organization phase called Emerson Power Transmission. 
In October, 2002, Emerson divested to Van Gorp Corporation. 

Van Gorp is now owned and managed by company president, Joe Canfield. Today, Van Gorp’s commitment to product improvement and 
development has enabled the company to become a leader in engineered conveyor components.

OUR MISSION
We are committed to providing products and services that meet or exceed the needs of customers. The company does this to satisfy customers, 
employees, and shareholders.

OUR VALUES
Van Gorp values provide the foundation upon which our work culture is built. Our positive work environment provides the energy and drive 
necessary for personnel to consistently provide products and services that meet or exceed the needs of customers.
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PSMD (MECHANICAL)

ASS'Y Ø max ASS'Y Ø max [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm]

22507 1  3/16 11.00 279.4 4.00 101.6 6.000 152.4 0.563 14.3 2

22509/10 1 3/4 6.750 171.5 0.563 14.3 2

22511 2 7.750 196.9 0.688 17.5 2

22513 2 1/4 13.25 336.6 4.75 120.7 9.000 228.6 0.688 17.5 2

22515 2 1/2 9.000 228.6 1.875 47.6 0.563 14.3 4

22516/17 3 14.25 362.0 5.50 139.7 10.500 266.7 2.125 54.0 0.750 19.1 4

22518 3 1/4 16.00 406.4 6.00 152.4 11.000 279.4 2.125 54.0 0.750 19.1 4

22520 3 1/2 23024 4 1/4 12.375 314.3 2.375 60.3 0.875 22.2 4

22522 4 23026 4 1/2 20.00 508.0 6.50 165.1 13.500 342.9 2.750 69.9 0.875 22.2 4

22524 4 1/4 23028 5 14.000 355.6 2.750 69.9 0.875 22.2 4

22526 4 1/2 23030/32 5 1/2 23.50 596.9 8.50 215.9 15.250 387.4 3.250 82.6 1.000 25.4 4

22528 5 23034 6 16.500 419.1 3.375 85.7 1.125 28.6 4

22530 5 1/4 17.500 444.5 3.750 95.3 1.125 28.6 4

22532 5 1/2 23036/38 7 26.00 660.4 9.00 228.6 18.250 463.6 3.750 95.3 1.125 28.6 4

22534 6 23040 7 1/4 20.500 520.7 4.250 108.0 1.125 28.6 4

22536 6 1/2 30.00 762.0 10.00 254.0 22.250 565.2 4.625 117.5 1.125 28.6 4

22538 7 23044 8 23.000 584.2 4.500 114.3 1.375 34.9 4

22540 7 1/4 23048 9 36.00 914.4 10.00 254.0 23.750 603.3 5.000 127.0 1.375 34.9 4

22544 8 23052 9 1/2 26.250 666.8 5.250 133.4 1.625 41.3 4

23056 10 1/2 28.000 711.2 5.500 139.7 1.625 41.3 4

[in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [Lb] [kG]

12 304.8 PSMD-20-12 1.00"- 5 8.500 215.9 30.50 774.7 5.8125 147.6 29.00 736.6 2.50 63.5 0.688 17.5 1.250 31.8 0.750 19.1 0.313 7.9 2.000 50.8 5.25 133.4 3.750 95.3 6.00 152.4 53.5 24.3

18 457.2 PSMD-20-18 1.00"- 5 8.500 215.9 36.50 927.1 5.8125 147.6 35.00 889.0 2.50 63.5 0.688 17.5 1.250 31.8 0.750 19.1 0.313 7.9 2.000 50.8 5.25 133.4 3.750 95.3 6.00 152.4 58.1 26.4

24 609.6 PSMD-20-24 1.00"- 5 8.500 215.9 42.50 1079.5 5.8125 147.6 41.00 1041.4 2.50 63.5 0.688 17.5 1.250 31.8 0.750 19.1 0.313 7.9 2.000 50.8 5.25 133.4 3.750 95.3 6.00 152.4 62.8 28.5

30 762.0 PSMD-20-30 1.00"- 5 8.500 215.9 48.50 1231.9 5.8125 147.6 47.00 1193.8 2.50 63.5 0.688 17.5 1.250 31.8 0.750 19.1 0.313 7.9 2.000 50.8 5.25 133.4 3.750 95.3 6.00 152.4 67.5 30.6

36 914.4 PSMD-20-36 1.00"- 5 8.500 215.9 54.50 1384.3 5.8125 147.6 53.00 1346.2 2.50 63.5 0.688 17.5 1.250 31.8 0.750 19.1 0.313 7.9 2.000 50.8 5.25 133.4 3.750 95.3 6.00 152.4 72.1 32.7

42 1066.8 PSMD-20-42 1.00"- 5 8.500 215.9 60.50 1536.7 5.8125 147.6 59.00 1498.6 2.50 63.5 0.688 17.5 1.250 31.8 0.750 19.1 0.313 7.9 2.000 50.8 5.25 133.4 3.750 95.3 6.00 152.4 76.7 34.8

48 1219.2 PSMD-20-48 1.00"- 5 8.500 215.9 66.50 1689.1 5.8125 147.6 65.00 1651.0 2.50 63.5 0.688 17.5 1.250 31.8 0.750 19.1 0.313 7.9 2.000 50.8 5.25 133.4 3.750 95.3 6.00 152.4 81.4 36.9

60 1524.0 PSMD-20-60 1.00"- 5 8.500 215.9 78.50 1993.9 5.8125 147.6 77.00 1955.8 2.50 63.5 0.688 17.5 1.250 31.8 0.750 19.1 0.313 7.9 2.000 50.8 5.25 133.4 3.750 95.3 6.00 152.4 90.7 41.2

12 304.8 PSMD-25-12 1.00"- 5 10.375 263.5 34.75 882.7 6.50 165.1 32.75 831.9 3.00 76.2 0.688 17.5 1.500 38.1 1.000 25.4 0.375 9.5 2.250 57.2 6.25 158.8 4.750 120.7 6.50 165.1 79.8 36.2

18 457.2 PSMD-25-18 1.00"- 5 10.375 263.5 40.75 1035.1 6.50 165.1 38.75 984.3 3.00 76.2 0.688 17.5 1.500 38.1 1.000 25.4 0.375 9.5 2.250 57.2 6.25 158.8 4.750 120.7 6.50 165.1 85.7 38.9

24 609.6 PSMD-25-24 1.00"- 5 10.375 263.5 46.75 1187.5 6.50 165.1 44.75 1136.7 3.00 76.2 0.688 17.5 1.500 38.1 1.000 25.4 0.375 9.5 2.250 57.2 6.25 158.8 4.750 120.7 6.50 165.1 91.7 41.6

30 762.0 PSMD-25-30 1.00"- 5 10.375 263.5 52.75 1339.9 6.50 165.1 50.75 1289.1 3.00 76.2 0.688 17.5 1.500 38.1 1.000 25.4 0.375 9.5 2.250 57.2 6.25 158.8 4.750 120.7 6.50 165.1 97.6 44.3

36 914.4 PSMD-25-36 1.00"- 5 10.375 263.5 58.75 1492.3 6.50 165.1 56.75 1441.5 3.00 76.2 0.688 17.5 1.500 38.1 1.000 25.4 0.375 9.5 2.250 57.2 6.25 158.8 4.750 120.7 6.50 165.1 103.6 47.0

42 1066.8 PSMD-25-42 1.00"- 5 10.375 263.5 64.75 1644.7 6.50 165.1 62.75 1593.9 3.00 76.2 0.688 17.5 1.500 38.1 1.000 25.4 0.375 9.5 2.250 57.2 6.25 158.8 4.750 120.7 6.50 165.1 109.5 49.7

48 1219.2 PSMD-25-48 1.00"- 5 10.375 263.5 70.75 1797.1 6.50 165.1 68.75 1746.3 3.00 76.2 0.688 17.5 1.500 38.1 1.000 25.4 0.375 9.5 2.250 57.2 6.25 158.8 4.750 120.7 6.50 165.1 115.4 52.4

60 1524.0 PSMD-25-60 1.00"- 5 10.375 263.5 82.75 2101.9 6.50 165.1 80.75 2051.1 3.00 76.2 0.688 17.5 1.500 38.1 1.000 25.4 0.375 9.5 2.250 57.2 6.25 158.8 4.750 120.7 6.50 165.1 127.3 57.8

12 304.8 PSMD-30-12 1.25"- 5 11.750 298.5 38.25 971.6 7.6 193.0 35.50 901.7 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.375 60.3 7.00 177.8 6.000 152.4 8.25 209.6 122.6 55.7

18 457.2 PSMD-30-18 1.25"- 5 11.750 298.5 44.25 1124.0 7.6 193.0 41.50 1054.1 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.375 60.3 7.00 177.8 6.000 152.4 8.25 209.6 130.4 59.2

24 609.6 PSMD-30-24 1.25"- 5 11.750 298.5 50.25 1276.4 7.6 193.0 47.50 1206.5 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.375 60.3 7.00 177.8 6.000 152.4 8.25 209.6 138.3 62.8

30 762.0 PSMD-30-30 1.25"- 5 11.750 298.5 56.25 1428.8 7.6 193.0 53.50 1358.9 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.375 60.3 7.00 177.8 6.000 152.4 8.25 209.6 146.2 66.4

36 914.4 PSMD-30-36 1.25"- 5 11.750 298.5 62.25 1581.2 7.6 193.0 59.50 1511.3 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.375 60.3 7.00 177.8 6.000 152.4 8.25 209.6 154.1 70.0

42 1066.8 PSMD-30-42 1.25"- 5 11.750 298.5 68.25 1733.6 7.6 193.0 65.50 1663.7 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.375 60.3 7.00 177.8 6.000 152.4 8.25 209.6 161.9 73.5

48 1219.2 PSMD-30-48 1.25"- 5 11.750 298.5 74.25 1886.0 7.6 193.0 71.50 1816.1 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.375 60.3 7.00 177.8 6.000 152.4 8.25 209.6 169.8 77.1

60 1524.0 PSMD-30-60 1.25"- 5 11.750 298.5 86.25 2190.8 7.6 193.0 83.50 2120.9 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.375 60.3 7.00 177.8 6.000 152.4 8.25 209.6 185.5 84.2

12 304.8 PSMD-35-12 1.25"- 5 12.625 320.7 40.00 1016.0 7.6 193.0 37.25 946.2 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.375 60.3 7.00 177.8 6.000 152.4 8.25 209.6 125.7 57.1

18 457.2 PSMD-35-18 1.25"- 5 12.625 320.7 46.00 1168.4 7.6 193.0 43.25 1098.6 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.375 60.3 7.00 177.8 6.000 152.4 8.25 209.6 133.6 60.7

24 609.6 PSMD-35-24 1.25"- 5 12.625 320.7 52.00 1320.8 7.6 193.0 49.25 1251.0 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.375 60.3 7.00 177.8 6.000 152.4 8.25 209.6 141.4 64.2

30 762.0 PSMD-35-30 1.25"- 5 12.625 320.7 58.00 1473.2 7.6 193.0 55.25 1403.4 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.375 60.3 7.00 177.8 6.000 152.4 8.25 209.6 149.3 67.8

36 914.4 PSMD-35-36 1.25"- 5 12.625 320.7 64.00 1625.6 7.6 193.0 61.25 1555.8 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.375 60.3 7.00 177.8 6.000 152.4 8.25 209.6 157.2 71.4

42 1066.8 PSMD-35-42 1.25"- 5 12.625 320.7 70.00 1778.0 7.6 193.0 67.25 1708.2 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.375 60.3 7.00 177.8 6.000 152.4 8.25 209.6 165.0 74.9

48 1219.2 PSMD-35-48 1.25"- 5 12.625 320.7 76.00 1930.4 7.6 193.0 73.25 1860.6 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.375 60.3 7.00 177.8 6.000 152.4 8.25 209.6 172.9 78.5

60 1524.0 PSMD-35-60 1.25"- 5 12.625 320.7 88.00 2235.2 7.6 193.0 85.25 2165.4 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.375 60.3 7.00 177.8 6.000 152.4 8.25 209.6 188.6 85.6

12 304.8 PSMD-40-12 1.25"- 5 14.625 371.5 44.00 1117.6 7.6 193.0 41.25 1047.8 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.500 63.5 7.00 177.8 6.000 152.4 8.50 215.9 171.4 77.8

18 457.2 PSMD-40-18 1.25"- 5 14.625 371.5 50.00 1270.0 7.6 193.0 47.25 1200.2 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.500 63.5 7.00 177.8 6.000 152.4 8.50 215.9 183.2 83.2

24 609.6 PSMD-40-24 1.25"- 5 14.625 371.5 56.00 1422.4 7.6 193.0 53.25 1352.6 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.500 63.5 7.00 177.8 6.000 152.4 8.50 215.9 194.9 88.5

30 762.0 PSMD-40-30 1.25"- 5 14.625 371.5 62.00 1574.8 7.6 193.0 59.25 1505.0 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.500 63.5 7.00 177.8 6.000 152.4 8.50 215.9 206.6 93.8

36 914.4 PSMD-40-36 1.25"- 5 14.625 371.5 68.00 1727.2 7.6 193.0 65.25 1657.4 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.500 63.5 7.00 177.8 6.000 152.4 8.50 215.9 218.3 99.1

42 1066.8 PSMD-40-42 1.25"- 5 14.625 371.5 74.00 1879.6 7.6 193.0 71.25 1809.8 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.500 63.5 7.00 177.8 6.000 152.4 8.50 215.9 230.0 104.4

48 1219.2 PSMD-40-48 1.25"- 5 14.625 371.5 80.00 2032.0 7.6 193.0 77.25 1962.2 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.500 63.5 7.00 177.8 6.000 152.4 8.50 215.9 241.7 109.7

60 1524.0 PSMD-40-60 1.25"- 5 14.625 371.5 92.00 2336.8 7.6 193.0 89.25 2267.0 3.00 76.2 0.813 20.6 1.625 41.3 1.375 34.9 0.500 12.7 2.500 63.5 7.00 177.8 6.000 152.4 8.50 215.9 265.2 120.4
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COMPANY HISTORY
Van Gorp Corporation, a leading manufacturer of conveyor pulleys, was 
founded by Franklin “Hap” Van Gorp. He started the company as a job shop 
in 1933, initially to perform repairs for coal mines, gravel plants, rock quar-
ries, and area farmers. By the 1950’s, Van Gorp was manufacturing portable 
conveyor systems for use throughout the Mid-west. 

In 1957, the business was incorporated and Van Gorp Manufacturing was 
formed. Early experience with manufacturing conveyors and working closely 
with conveyor users led to the development of problem solving products 
that are industry standards today. For example, Van Gorp was a pioneer in 
the development and marketing of wing pulleys. Mr. Van Gorp invented a 
rubber-lagged wing pulley which gained immediate success as a belt-clean-
ing pulley. Other examples are the Double Drum pulley, which was designed 
for steel cable and other high belt tension applications, and the XT bushing 
system that was designed by Van Gorp in 1978 exclusively for conveyor 
pulleys. The XT is recognized in the market place as the premier bushing 
system for conveyor pulleys.

In May of 1976, the firm was acquired by Emerson Electric Co. of St. Lou-
is, and Van Gorp’s affiliation with Browning Manufacturing complemented 
the power transmission part of the Emerson corporate business. In 1988, 
this affiliation entered into a new organization phase called Emerson Power 
Transmission which added Morse, McGill, Seal-Master, and Rollway. 

VAN GORP TODAY
October 1, 2002, Emerson divested the Van Gorp/ EPT Pella, Iowa opera-
tion to a new company called Van Gorp Corporation which is owned and 
managed by former EPT managers. Van Gorp Corporation is a major manu-
facturer and marketer of conveyor components. Products include conveyor 
pulleys, shafting, rubber lagging, bearings, rollers, take-up frames, and oth-
er related power transmission products. 

Over the years, the material handling industry has exploded with new oppor-
tunities that require even better conveyor pulley designs and state-of-the-
art fabrication processes. Van Gorp makes conveyor pulleys as small as 2 
inches in diameter and 2 inches wide up to conveyor pulley assemblies that 
weigh twenty tons. They can be found operating around the world from 
gold mines in Alaska to the copper mines in Chile; from package handling 
in France to grain handling in Russia. Van Gorp’s concentration on product 
improvement has enabled the firm to become one of the largest conveyor 
pulley manufacturers in North America. 

OuR MISSION
Van Gorp is committed to providing 
products and services that meet or 
exceed the needs of our custom-
ers.  We do this for the satisfac-
tion of our customers, employ-
ees and shareholders.  

VISION
Van Gorp will excel as an organization 
delivering world class quality products 
through operational excellence and consis-
tent use of solid management principles.  

PSMD (MECHANICAL)

ASS'Y Ø max ASS'Y Ø max [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm]

22507 1  3/16 11.00 279.4 4.00 101.6 6.000 152.4 0.563 14.3 2

22509/10 1 3/4 6.750 171.5 0.563 14.3 2

22511 2 7.750 196.9 0.688 17.5 2

22513 2 1/4 13.25 336.6 4.75 120.7 9.000 228.6 0.688 17.5 2

22515 2 1/2 9.000 228.6 1.875 47.6 0.563 14.3 4

22516/17 3 14.25 362.0 5.50 139.7 10.500 266.7 2.125 54.0 0.750 19.1 4

22518 3 1/4 16.00 406.4 6.00 152.4 11.000 279.4 2.125 54.0 0.750 19.1 4

22520 3 1/2 23024 4 1/4 12.375 314.3 2.375 60.3 0.875 22.2 4

22522 4 23026 4 1/2 20.00 508.0 6.50 165.1 13.500 342.9 2.750 69.9 0.875 22.2 4

22524 4 1/4 23028 5 14.000 355.6 2.750 69.9 0.875 22.2 4

22526 4 1/2 23030/32 5 1/2 23.50 596.9 8.50 215.9 15.250 387.4 3.250 82.6 1.000 25.4 4

22528 5 23034 6 16.500 419.1 3.375 85.7 1.125 28.6 4

22530 5 1/4 17.500 444.5 3.750 95.3 1.125 28.6 4

22532 5 1/2 23036/38 7 26.00 660.4 9.00 228.6 18.250 463.6 3.750 95.3 1.125 28.6 4

22534 6 23040 7 1/4 20.500 520.7 4.250 108.0 1.125 28.6 4

22536 6 1/2 30.00 762.0 10.00 254.0 22.250 565.2 4.625 117.5 1.125 28.6 4

22538 7 23044 8 23.000 584.2 4.500 114.3 1.375 34.9 4

22540 7 1/4 23048 9 36.00 914.4 10.00 254.0 23.750 603.3 5.000 127.0 1.375 34.9 4

22544 8 23052 9 1/2 26.250 666.8 5.250 133.4 1.625 41.3 4

23056 10 1/2 28.000 711.2 5.500 139.7 1.625 41.3 4

[in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [Lb] [kG]

12 304.8 PSMD-50-12 1.50"- 4 17.500 444.5 49.50 1257.3 8.50 215.9 47.00 1193.8 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 273.8 124.3

18 457.2 PSMD-50-18 1.50"- 4 17.500 444.5 55.50 1409.7 8.50 215.9 53.00 1346.2 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 288.3 130.9

24 609.6 PSMD-50-24 1.50"- 4 17.500 444.5 61.50 1562.1 8.50 215.9 59.00 1498.6 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 302.9 137.5

30 762.0 PSMD-50-30 1.50"- 4 17.500 444.5 67.50 1714.5 8.50 215.9 65.00 1651.0 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 317.4 144.1

36 914.4 PSMD-50-36 1.50"- 4 17.500 444.5 73.50 1866.9 8.50 215.9 71.00 1803.4 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 332.0 150.7

42 1066.8 PSMD-50-42 1.50"- 4 17.500 444.5 79.50 2019.3 8.50 215.9 77.00 1955.8 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 346.5 157.3

48 1219.2 PSMD-50-48 1.50"- 4 17.500 444.5 85.50 2171.7 8.50 215.9 83.00 2108.2 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 361.0 163.9

60 1524.0 PSMD-50-60 1.50"- 4 17.500 444.5 97.50 2476.5 8.50 215.9 95.00 2413.0 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 386.9 175.7

12 304.8 PSMD-60-12 2.00"- 4 20.500 520.7 57.25 1454.2 10.00 254.0 54.25 1378.0 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 423.6 192.3

18 457.2 PSMD-60-18 2.00"- 4 20.500 520.7 63.25 1606.6 10.00 254.0 60.25 1530.4 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 444.5 201.8

24 609.6 PSMD-60-24 2.00"- 4 20.500 520.7 69.25 1759.0 10.00 254.0 66.25 1682.8 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 465.5 211.3

30 762.0 PSMD-60-30 2.00"- 4 20.500 520.7 75.25 1911.4 10.00 254.0 72.25 1835.2 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 486.4 220.8

36 914.4 PSMD-60-36 2.00"- 4 20.500 520.7 81.25 2063.8 10.00 254.0 78.25 1987.6 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 507.4 230.4

42 1066.8 PSMD-60-42 2.00"- 4 20.500 520.7 87.25 2216.2 10.00 254.0 84.25 2140.0 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 528.4 239.9

48 1219.2 PSMD-60-48 2.00"- 4 20.500 520.7 93.25 2368.6 10.00 254.0 90.25 2292.4 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 549.3 249.4

60 1524.0 PSMD-60-60 2.00"- 4 20.500 520.7 105.25 2673.4 10.00 254.0 102.25 2597.2 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 591.2 268.4

12 304.8 PSMD-70-12 2.50"- 4 21.438 544.5 59.75 1517.7 10.00 254.0 54.875 1393.8 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.688 68.3 12.50 317.5 8.875 225.4 10.00 254.0 669.9 304.1

18 457.2 PSMD-70-18 2.50"- 4 21.438 544.5 65.75 1670.1 10.00 254.0 60.875 1546.2 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 708.7 321.7

24 609.6 PSMD-70-24 2.50"- 4 21.438 544.5 71.75 1822.5 10.00 254.0 66.875 1698.6 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 747.5 339.4

30 762.0 PSMD-70-30 2.50"- 4 21.438 544.5 77.75 1974.9 10.00 254.0 72.875 1851.0 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 786.3 357.0

36 914.4 PSMD-70-36 2.50"- 4 21.438 544.5 83.75 2127.3 10.00 254.0 78.875 2003.4 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 825.0 374.6

42 1066.8 PSMD-70-42 2.50"- 4 21.438 544.5 89.75 2279.7 10.00 254.0 84.875 2155.8 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 863.8 392.2

48 1219.2 PSMD-70-48 2.50"- 4 21.438 544.5 95.75 2432.1 10.00 254.0 90.875 2308.2 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 902.6 409.8

60 1524.0 PSMD-70-60 2.50"- 4 21.438 544.5 107.75 2736.9 10.00 254.0 102.875 2613.0 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 980.2 445.0

12 304.8 PSMD-80-12 2.50"- 4 24.438 620.7 65.75 1670.1 10.00 254.0 60.875 1546.2 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 827.6 375.7

18 457.2 PSMD-80-18 2.50"- 4 24.438 620.7 71.75 1822.5 10.00 254.0 66.875 1698.6 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 866.4 393.3

24 609.6 PSMD-80-24 2.50"- 4 24.438 620.7 77.75 1974.9 10.00 254.0 72.875 1851.0 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 905.1 410.9

30 762.0 PSMD-80-30 2.50"- 4 24.438 620.7 83.75 2127.3 10.00 254.0 78.875 2003.4 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 943.9 428.5

36 914.4 PSMD-80-36 2.50"- 4 24.438 620.7 89.75 2279.7 10.00 254.0 84.875 2155.8 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 982.7 446.2

42 1066.8 PSMD-80-42 2.50"- 4 24.438 620.7 95.75 2432.1 10.00 254.0 90.875 2308.2 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 1021.5 463.8

48 1219.2 PSMD-80-48 2.50"- 4 24.438 620.7 101.75 2584.5 10.00 254.0 96.875 2460.6 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 1060.3 481.4

60 1524.0 PSMD-80-60 2.50"- 4 24.438 620.7 113.75 2889.3 10.00 254.0 108.875 2765.4 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 1137.9 516.6
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ASS'Y Ø max ASS'Y Ø max [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm]

22507 1  3/16 11.00 279.4 4.00 101.6 6.000 152.4 0.563 14.3 2

22509/10 1 3/4 6.750 171.5 0.563 14.3 2

22511 2 7.750 196.9 0.688 17.5 2

22513 2 1/4 13.25 336.6 4.75 120.7 9.000 228.6 0.688 17.5 2

22515 2 1/2 9.000 228.6 1.875 47.6 0.563 14.3 4

22516/17 3 14.25 362.0 5.50 139.7 10.500 266.7 2.125 54.0 0.750 19.1 4

22518 3 1/4 16.00 406.4 6.00 152.4 11.000 279.4 2.125 54.0 0.750 19.1 4

22520 3 1/2 23024 4 1/4 12.375 314.3 2.375 60.3 0.875 22.2 4

22522 4 23026 4 1/2 20.00 508.0 6.50 165.1 13.500 342.9 2.750 69.9 0.875 22.2 4

22524 4 1/4 23028 5 14.000 355.6 2.750 69.9 0.875 22.2 4

22526 4 1/2 23030/32 5 1/2 23.50 596.9 8.50 215.9 15.250 387.4 3.250 82.6 1.000 25.4 4

22528 5 23034 6 16.500 419.1 3.375 85.7 1.125 28.6 4

22530 5 1/4 17.500 444.5 3.750 95.3 1.125 28.6 4

22532 5 1/2 23036/38 7 26.00 660.4 9.00 228.6 18.250 463.6 3.750 95.3 1.125 28.6 4

22534 6 23040 7 1/4 20.500 520.7 4.250 108.0 1.125 28.6 4

22536 6 1/2 30.00 762.0 10.00 254.0 22.250 565.2 4.625 117.5 1.125 28.6 4

22538 7 23044 8 23.000 584.2 4.500 114.3 1.375 34.9 4

22540 7 1/4 23048 9 36.00 914.4 10.00 254.0 23.750 603.3 5.000 127.0 1.375 34.9 4

22544 8 23052 9 1/2 26.250 666.8 5.250 133.4 1.625 41.3 4

23056 10 1/2 28.000 711.2 5.500 139.7 1.625 41.3 4

[in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [Lb] [kG]

12 304.8 PSMD-50-12 1.50"- 4 17.500 444.5 49.50 1257.3 8.50 215.9 47.00 1193.8 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 273.8 124.3

18 457.2 PSMD-50-18 1.50"- 4 17.500 444.5 55.50 1409.7 8.50 215.9 53.00 1346.2 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 288.3 130.9

24 609.6 PSMD-50-24 1.50"- 4 17.500 444.5 61.50 1562.1 8.50 215.9 59.00 1498.6 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 302.9 137.5

30 762.0 PSMD-50-30 1.50"- 4 17.500 444.5 67.50 1714.5 8.50 215.9 65.00 1651.0 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 317.4 144.1

36 914.4 PSMD-50-36 1.50"- 4 17.500 444.5 73.50 1866.9 8.50 215.9 71.00 1803.4 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 332.0 150.7

42 1066.8 PSMD-50-42 1.50"- 4 17.500 444.5 79.50 2019.3 8.50 215.9 77.00 1955.8 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 346.5 157.3

48 1219.2 PSMD-50-48 1.50"- 4 17.500 444.5 85.50 2171.7 8.50 215.9 83.00 2108.2 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 361.0 163.9

60 1524.0 PSMD-50-60 1.50"- 4 17.500 444.5 97.50 2476.5 8.50 215.9 95.00 2413.0 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 386.9 175.7

12 304.8 PSMD-60-12 2.00"- 4 20.500 520.7 57.25 1454.2 10.00 254.0 54.25 1378.0 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 423.6 192.3

18 457.2 PSMD-60-18 2.00"- 4 20.500 520.7 63.25 1606.6 10.00 254.0 60.25 1530.4 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 444.5 201.8

24 609.6 PSMD-60-24 2.00"- 4 20.500 520.7 69.25 1759.0 10.00 254.0 66.25 1682.8 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 465.5 211.3

30 762.0 PSMD-60-30 2.00"- 4 20.500 520.7 75.25 1911.4 10.00 254.0 72.25 1835.2 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 486.4 220.8

36 914.4 PSMD-60-36 2.00"- 4 20.500 520.7 81.25 2063.8 10.00 254.0 78.25 1987.6 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 507.4 230.4

42 1066.8 PSMD-60-42 2.00"- 4 20.500 520.7 87.25 2216.2 10.00 254.0 84.25 2140.0 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 528.4 239.9

48 1219.2 PSMD-60-48 2.00"- 4 20.500 520.7 93.25 2368.6 10.00 254.0 90.25 2292.4 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 549.3 249.4

60 1524.0 PSMD-60-60 2.00"- 4 20.500 520.7 105.25 2673.4 10.00 254.0 102.25 2597.2 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 591.2 268.4

12 304.8 PSMD-70-12 2.50"- 4 21.438 544.5 59.75 1517.7 10.00 254.0 54.875 1393.8 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.688 68.3 12.50 317.5 8.875 225.4 10.00 254.0 669.9 304.1

18 457.2 PSMD-70-18 2.50"- 4 21.438 544.5 65.75 1670.1 10.00 254.0 60.875 1546.2 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 708.7 321.7

24 609.6 PSMD-70-24 2.50"- 4 21.438 544.5 71.75 1822.5 10.00 254.0 66.875 1698.6 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 747.5 339.4

30 762.0 PSMD-70-30 2.50"- 4 21.438 544.5 77.75 1974.9 10.00 254.0 72.875 1851.0 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 786.3 357.0

36 914.4 PSMD-70-36 2.50"- 4 21.438 544.5 83.75 2127.3 10.00 254.0 78.875 2003.4 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 825.0 374.6

42 1066.8 PSMD-70-42 2.50"- 4 21.438 544.5 89.75 2279.7 10.00 254.0 84.875 2155.8 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 863.8 392.2

48 1219.2 PSMD-70-48 2.50"- 4 21.438 544.5 95.75 2432.1 10.00 254.0 90.875 2308.2 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 902.6 409.8

60 1524.0 PSMD-70-60 2.50"- 4 21.438 544.5 107.75 2736.9 10.00 254.0 102.875 2613.0 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 980.2 445.0

12 304.8 PSMD-80-12 2.50"- 4 24.438 620.7 65.75 1670.1 10.00 254.0 60.875 1546.2 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 827.6 375.7

18 457.2 PSMD-80-18 2.50"- 4 24.438 620.7 71.75 1822.5 10.00 254.0 66.875 1698.6 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 866.4 393.3

24 609.6 PSMD-80-24 2.50"- 4 24.438 620.7 77.75 1974.9 10.00 254.0 72.875 1851.0 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 905.1 410.9

30 762.0 PSMD-80-30 2.50"- 4 24.438 620.7 83.75 2127.3 10.00 254.0 78.875 2003.4 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 943.9 428.5

36 914.4 PSMD-80-36 2.50"- 4 24.438 620.7 89.75 2279.7 10.00 254.0 84.875 2155.8 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 982.7 446.2

42 1066.8 PSMD-80-42 2.50"- 4 24.438 620.7 95.75 2432.1 10.00 254.0 90.875 2308.2 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 1021.5 463.8

48 1219.2 PSMD-80-48 2.50"- 4 24.438 620.7 101.75 2584.5 10.00 254.0 96.875 2460.6 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 1060.3 481.4

60 1524.0 PSMD-80-60 2.50"- 4 24.438 620.7 113.75 2889.3 10.00 254.0 108.875 2765.4 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 1137.9 516.6
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ASS'Y Ø max ASS'Y Ø max [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm]

22507 1  3/16 11.00 279.4 4.00 101.6 6.000 152.4 0.563 14.3 2

22509/10 1 3/4 6.750 171.5 0.563 14.3 2

22511 2 7.750 196.9 0.688 17.5 2

22513 2 1/4 13.25 336.6 4.75 120.7 9.000 228.6 0.688 17.5 2

22515 2 1/2 9.000 228.6 1.875 47.6 0.563 14.3 4

22516/17 3 14.25 362.0 5.50 139.7 10.500 266.7 2.125 54.0 0.750 19.1 4

22518 3 1/4 16.00 406.4 6.00 152.4 11.000 279.4 2.125 54.0 0.750 19.1 4

22520 3 1/2 23024 4 1/4 12.375 314.3 2.375 60.3 0.875 22.2 4

22522 4 23026 4 1/2 20.00 508.0 6.50 165.1 13.500 342.9 2.750 69.9 0.875 22.2 4

22524 4 1/4 23028 5 14.000 355.6 2.750 69.9 0.875 22.2 4

22526 4 1/2 23030/32 5 1/2 23.50 596.9 8.50 215.9 15.250 387.4 3.250 82.6 1.000 25.4 4

22528 5 23034 6 16.500 419.1 3.375 85.7 1.125 28.6 4

22530 5 1/4 17.500 444.5 3.750 95.3 1.125 28.6 4

22532 5 1/2 23036/38 7 26.00 660.4 9.00 228.6 18.250 463.6 3.750 95.3 1.125 28.6 4

22534 6 23040 7 1/4 20.500 520.7 4.250 108.0 1.125 28.6 4

22536 6 1/2 30.00 762.0 10.00 254.0 22.250 565.2 4.625 117.5 1.125 28.6 4

22538 7 23044 8 23.000 584.2 4.500 114.3 1.375 34.9 4

22540 7 1/4 23048 9 36.00 914.4 10.00 254.0 23.750 603.3 5.000 127.0 1.375 34.9 4

22544 8 23052 9 1/2 26.250 666.8 5.250 133.4 1.625 41.3 4

23056 10 1/2 28.000 711.2 5.500 139.7 1.625 41.3 4

[in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [Lb] [kG]

12 304.8 PSMD-50-12 1.50"- 4 17.500 444.5 49.50 1257.3 8.50 215.9 47.00 1193.8 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 273.8 124.3

18 457.2 PSMD-50-18 1.50"- 4 17.500 444.5 55.50 1409.7 8.50 215.9 53.00 1346.2 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 288.3 130.9

24 609.6 PSMD-50-24 1.50"- 4 17.500 444.5 61.50 1562.1 8.50 215.9 59.00 1498.6 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 302.9 137.5

30 762.0 PSMD-50-30 1.50"- 4 17.500 444.5 67.50 1714.5 8.50 215.9 65.00 1651.0 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 317.4 144.1

36 914.4 PSMD-50-36 1.50"- 4 17.500 444.5 73.50 1866.9 8.50 215.9 71.00 1803.4 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 332.0 150.7

42 1066.8 PSMD-50-42 1.50"- 4 17.500 444.5 79.50 2019.3 8.50 215.9 77.00 1955.8 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 346.5 157.3

48 1219.2 PSMD-50-48 1.50"- 4 17.500 444.5 85.50 2171.7 8.50 215.9 83.00 2108.2 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 361.0 163.9

60 1524.0 PSMD-50-60 1.50"- 4 17.500 444.5 97.50 2476.5 8.50 215.9 95.00 2413.0 4.00 101.6 1.000 25.4 1.750 44.5 1.250 31.8 0.500 12.7 2.500 63.5 7.75 196.9 7.000 177.8 10.00 254.0 386.9 175.7

12 304.8 PSMD-60-12 2.00"- 4 20.500 520.7 57.25 1454.2 10.00 254.0 54.25 1378.0 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 423.6 192.3

18 457.2 PSMD-60-18 2.00"- 4 20.500 520.7 63.25 1606.6 10.00 254.0 60.25 1530.4 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 444.5 201.8

24 609.6 PSMD-60-24 2.00"- 4 20.500 520.7 69.25 1759.0 10.00 254.0 66.25 1682.8 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 465.5 211.3

30 762.0 PSMD-60-30 2.00"- 4 20.500 520.7 75.25 1911.4 10.00 254.0 72.25 1835.2 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 486.4 220.8

36 914.4 PSMD-60-36 2.00"- 4 20.500 520.7 81.25 2063.8 10.00 254.0 78.25 1987.6 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 507.4 230.4

42 1066.8 PSMD-60-42 2.00"- 4 20.500 520.7 87.25 2216.2 10.00 254.0 84.25 2140.0 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 528.4 239.9

48 1219.2 PSMD-60-48 2.00"- 4 20.500 520.7 93.25 2368.6 10.00 254.0 90.25 2292.4 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 549.3 249.4

60 1524.0 PSMD-60-60 2.00"- 4 20.500 520.7 105.25 2673.4 10.00 254.0 102.25 2597.2 5.25 133.4 1.250 31.8 2.500 63.5 1.500 38.1 0.500 12.7 3.000 76.2 10.25 260.4 9.000 228.6 13.00 330.2 591.2 268.4

12 304.8 PSMD-70-12 2.50"- 4 21.438 544.5 59.75 1517.7 10.00 254.0 54.875 1393.8 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.688 68.3 12.50 317.5 8.875 225.4 10.00 254.0 669.9 304.1

18 457.2 PSMD-70-18 2.50"- 4 21.438 544.5 65.75 1670.1 10.00 254.0 60.875 1546.2 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 708.7 321.7

24 609.6 PSMD-70-24 2.50"- 4 21.438 544.5 71.75 1822.5 10.00 254.0 66.875 1698.6 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 747.5 339.4

30 762.0 PSMD-70-30 2.50"- 4 21.438 544.5 77.75 1974.9 10.00 254.0 72.875 1851.0 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 786.3 357.0

36 914.4 PSMD-70-36 2.50"- 4 21.438 544.5 83.75 2127.3 10.00 254.0 78.875 2003.4 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 825.0 374.6

42 1066.8 PSMD-70-42 2.50"- 4 21.438 544.5 89.75 2279.7 10.00 254.0 84.875 2155.8 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 863.8 392.2

48 1219.2 PSMD-70-48 2.50"- 4 21.438 544.5 95.75 2432.1 10.00 254.0 90.875 2308.2 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 902.6 409.8

60 1524.0 PSMD-70-60 2.50"- 4 21.438 544.5 107.75 2736.9 10.00 254.0 102.875 2613.0 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 2.500 63.5 12.50 317.5 8.875 225.4 10.00 254.0 980.2 445.0

12 304.8 PSMD-80-12 2.50"- 4 24.438 620.7 65.75 1670.1 10.00 254.0 60.875 1546.2 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 827.6 375.7

18 457.2 PSMD-80-18 2.50"- 4 24.438 620.7 71.75 1822.5 10.00 254.0 66.875 1698.6 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 866.4 393.3

24 609.6 PSMD-80-24 2.50"- 4 24.438 620.7 77.75 1974.9 10.00 254.0 72.875 1851.0 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 905.1 410.9

30 762.0 PSMD-80-30 2.50"- 4 24.438 620.7 83.75 2127.3 10.00 254.0 78.875 2003.4 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 943.9 428.5

36 914.4 PSMD-80-36 2.50"- 4 24.438 620.7 89.75 2279.7 10.00 254.0 84.875 2155.8 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 982.7 446.2

42 1066.8 PSMD-80-42 2.50"- 4 24.438 620.7 95.75 2432.1 10.00 254.0 90.875 2308.2 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 1021.5 463.8

48 1219.2 PSMD-80-48 2.50"- 4 24.438 620.7 101.75 2584.5 10.00 254.0 96.875 2460.6 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 1060.3 481.4

60 1524.0 PSMD-80-60 2.50"- 4 24.438 620.7 113.75 2889.3 10.00 254.0 108.875 2765.4 6.00 152.4 1.375 34.9 2.438 61.9 2.438 61.9 0.625 15.9 3.000 76.2 12.50 317.5 8.875 225.4 10.00 254.0 1137.9 516.6
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COMPANY HISTORY
Van Gorp Corporation, a leading manufacturer of conveyor pulleys, was 
founded by Franklin “Hap” Van Gorp. He started the company as a job shop 
in 1933, initially to perform repairs for coal mines, gravel plants, rock quar-
ries, and area farmers. By the 1950’s, Van Gorp was manufacturing portable 
conveyor systems for use throughout the Mid-west. 

In 1957, the business was incorporated and Van Gorp Manufacturing was 
formed. Early experience with manufacturing conveyors and working closely 
with conveyor users led to the development of problem solving products 
that are industry standards today. For example, Van Gorp was a pioneer in 
the development and marketing of wing pulleys. Mr. Van Gorp invented a 
rubber-lagged wing pulley which gained immediate success as a belt-clean-
ing pulley. Other examples are the Double Drum pulley, which was designed 
for steel cable and other high belt tension applications, and the XT bushing 
system that was designed by Van Gorp in 1978 exclusively for conveyor 
pulleys. The XT is recognized in the market place as the premier bushing 
system for conveyor pulleys.

In May of 1976, the firm was acquired by Emerson Electric Co. of St. Lou-
is, and Van Gorp’s affiliation with Browning Manufacturing complemented 
the power transmission part of the Emerson corporate business. In 1988, 
this affiliation entered into a new organization phase called Emerson Power 
Transmission which added Morse, McGill, Seal-Master, and Rollway. 

VAN GORP TODAY
October 1, 2002, Emerson divested the Van Gorp/ EPT Pella, Iowa opera-
tion to a new company called Van Gorp Corporation which is owned and 
managed by former EPT managers. Van Gorp Corporation is a major manu-
facturer and marketer of conveyor components. Products include conveyor 
pulleys, shafting, rubber lagging, bearings, rollers, take-up frames, and oth-
er related power transmission products. 

Over the years, the material handling industry has exploded with new oppor-
tunities that require even better conveyor pulley designs and state-of-the-
art fabrication processes. Van Gorp makes conveyor pulleys as small as 2 
inches in diameter and 2 inches wide up to conveyor pulley assemblies that 
weigh twenty tons. They can be found operating around the world from 
gold mines in Alaska to the copper mines in Chile; from package handling 
in France to grain handling in Russia. Van Gorp’s concentration on product 
improvement has enabled the firm to become one of the largest conveyor 
pulley manufacturers in North America. 

OuR MISSION
Van Gorp is committed to providing 
products and services that meet or 
exceed the needs of our custom-
ers.  We do this for the satisfac-
tion of our customers, employ-
ees and shareholders.  

VISION
Van Gorp will excel as an organization 
delivering world class quality products 
through operational excellence and consis-
tent use of solid management principles.  

PSMD-H (HYDRAULIC-ASSIST)

NOTES:
1. SEE PSMD PAGES FOR THE REST OF TAKE-UPS AND BEARINGS DIMENSIONS (A…Z)
2.    TAKE-UPS WEIGHT DOES NOT INCLUDE WEIGHT OF THE HYDRAULIC CYLINDERS. INSIDE.

[in] [mm] [Lb] [kG] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [Lbf] [kN] [Lbf] [kN] [Lb] [kG]

12 304.8 PSMD-30H-12 1.25"- 5 134.7 61.2 2.000 50.8 1.000 25.4 17.41 442.1 6.50 165.1 1.375 34.9 3.125 79.4 1.000 25.4 0.750 19.1 1.265 32.1 1.00 25.4 7,069 31.5 9,425 42.0 25.20 11.4

18 457.2 PSMD-30H-18 1.25"- 5 142.6 64.7 2.000 50.8 1.000 25.4 23.41 594.5 6.50 165.1 1.375 34.9 3.125 79.4 1.000 25.4 0.750 19.1 1.265 32.1 1.00 25.4 7,069 31.5 9,425 42.0 30.04 13.6

24 609.6 PSMD-30H-24 1.25"- 5 150.4 68.3 2.000 50.8 1.000 25.4 29.41 746.9 6.50 165.1 1.375 34.9 3.125 79.4 1.000 25.4 0.750 19.1 1.265 32.1 1.00 25.4 7,069 31.5 9,425 42.0 34.87 15.8

30 762.0 PSMD-30H-30 1.25"- 5 158.3 71.9 2.000 50.8 1.000 25.4 35.41 899.3 6.50 165.1 1.375 34.9 3.125 79.4 1.000 25.4 0.750 19.1 1.265 32.1 1.00 25.4 7,069 31.5 9,425 42.0 39.71 18.0

36 914.4 PSMD-30H-36 1.25"- 5 166.2 75.5 2.000 50.8 1.000 25.4 41.41 1051.7 6.50 165.1 1.375 34.9 3.125 79.4 1.000 25.4 0.750 19.1 1.265 32.1 1.00 25.4 7,069 31.5 9,425 42.0 44.54 20.2

42 1066.8 PSMD-30H-42 1.25"- 5 174.0 79.0 2.000 50.8 1.000 25.4 47.41 1204.1 6.50 165.1 1.375 34.9 3.125 79.4 1.000 25.4 0.750 19.1 1.265 32.1 1.00 25.4 7,069 31.5 9,425 42.0 49.37 22.4

48 1219.2 PSMD-30H-48 1.25"- 5 181.9 82.6 2.000 50.8 1.000 25.4 53.41 1356.5 6.50 165.1 1.375 34.9 3.125 79.4 1.000 25.4 0.750 19.1 1.265 32.1 1.00 25.4 7,069 31.5 9,425 42.0 54.21 24.6

60 1524.0 PSMD-30H-60 1.25"- 5 197.6 89.7 2.000 50.8 1.000 25.4 65.41 1661.3 6.50 165.1 1.375 34.9 3.125 79.4 1.000 25.4 0.750 19.1 1.265 32.1 1.00 25.4 7,069 31.5 9,425 42.0 63.88 29.0

12 304.8 PSMD-35H-12 1.25"- 5 138.4 62.8 2.000 50.8 1.000 25.4 17.41 442.1 6.50 165.1 1.375 34.9 3.125 79.4 1.000 25.4 0.750 19.1 1.265 32.1 1.00 25.4 7,069 31.5 9,425 42.0 25.20 11.4

18 457.2 PSMD-35H-18 1.25"- 5 146.2 66.4 2.000 50.8 1.000 25.4 23.41 594.5 6.50 165.1 1.375 34.9 3.125 79.4 1.000 25.4 0.750 19.1 1.265 32.1 1.00 25.4 7,069 31.5 9,425 42.0 30.04 13.6

24 609.6 PSMD-35H-24 1.25"- 5 154.1 70.0 2.000 50.8 1.000 25.4 29.41 746.9 6.50 165.1 1.375 34.9 3.125 79.4 1.000 25.4 0.750 19.1 1.265 32.1 1.00 25.4 7,069 31.5 9,425 42.0 34.87 15.8

30 762.0 PSMD-35H-30 1.25"- 5 162.0 73.5 2.000 50.8 1.000 25.4 35.41 899.3 6.50 165.1 1.375 34.9 3.125 79.4 1.000 25.4 0.750 19.1 1.265 32.1 1.00 25.4 7,069 31.5 9,425 42.0 39.71 18.0

36 914.4 PSMD-35H-36 1.25"- 5 171.8 78.0 2.500 63.5 1.375 34.9 42.53 1080.3 6.50 165.1 1.375 34.9 3.625 92.1 2.000 50.8 1.000 25.4 1.515 38.5 1.00 25.4 10,272 45.7 14,726 65.6 67.91 30.8

42 1066.8 PSMD-35H-42 1.25"- 5 179.6 81.5 2.500 63.5 1.375 34.9 48.53 1232.7 6.50 165.1 1.375 34.9 3.625 92.1 2.000 50.8 1.000 25.4 1.515 38.5 1.00 25.4 10,272 45.7 14,726 65.6 75.40 34.2

48 1219.2 PSMD-35H-48 1.25"- 5 187.5 85.1 2.500 63.5 1.375 34.9 54.53 1385.1 6.50 165.1 1.375 34.9 3.625 92.1 2.000 50.8 1.000 25.4 1.515 38.5 1.00 25.4 10,272 45.7 14,726 65.6 82.89 37.6

60 1524.0 PSMD-35H-60 1.25"- 5 203.2 92.3 2.500 63.5 1.375 34.9 66.53 1689.9 6.50 165.1 1.375 34.9 3.625 92.1 2.000 50.8 1.000 25.4 1.515 38.5 1.00 25.4 10,272 45.7 14,726 65.6 97.87 44.4

12 304.8 PSMD-40H-12 1.25"- 5 182.5 82.9 2.500 63.5 1.375 34.9 18.53 470.7 7.00 177.8 1.375 34.9 3.625 92.1 2.000 50.8 1.000 25.4 1.515 38.5 1.00 25.4 10,272 45.7 14,726 65.6 37.95 17.2

18 457.2 PSMD-40H-18 1.25"- 5 194.2 88.2 2.500 63.5 1.375 34.9 24.53 623.1 7.00 177.8 1.375 34.9 3.625 92.1 2.000 50.8 1.000 25.4 1.515 38.5 1.00 25.4 10,272 45.7 14,726 65.6 45.44 20.6

24 609.6 PSMD-40H-24 1.25"- 5 205.9 93.5 2.500 63.5 1.375 34.9 30.53 775.5 7.00 177.8 1.375 34.9 3.625 92.1 2.000 50.8 1.000 25.4 1.515 38.5 1.00 25.4 10,272 45.7 14,726 65.6 52.93 24.0

30 762.0 PSMD-40H-30 1.25"- 5 217.6 98.8 2.500 63.5 1.375 34.9 36.53 927.9 7.00 177.8 1.375 34.9 3.625 92.1 2.000 50.8 1.000 25.4 1.515 38.5 1.00 25.4 10,272 45.7 14,726 65.6 60.42 27.4

36 914.4 PSMD-40H-36 1.25"- 5 230.0 104.4 3.250 82.6 1.375 34.9 43.41 1102.5 7.00 177.8 1.750 44.5 4.625 117.5 2.125 54.0 1.000 25.4 1.515 38.5 1.00 25.4 20,433 91.0 24,887 110.8 102.53 46.5

42 1066.8 PSMD-40H-42 1.25"- 5 241.7 109.7 3.250 82.6 1.375 34.9 49.41 1254.9 7.00 177.8 1.750 44.5 4.625 117.5 2.125 54.0 1.000 25.4 1.515 38.5 1.00 25.4 20,433 91.0 24,887 110.8 113.03 51.3

48 1219.2 PSMD-40H-48 1.25"- 5 253.4 115.0 3.250 82.6 1.375 34.9 55.41 1407.3 7.00 177.8 1.750 44.5 4.625 117.5 2.125 54.0 1.000 25.4 1.515 38.5 1.00 25.4 20,433 91.0 24,887 110.8 123.53 56.1

60 1524.0 PSMD-40H-60 1.25"- 5 276.8 125.7 3.250 82.6 1.375 34.9 67.41 1712.1 7.00 177.8 1.750 44.5 4.625 117.5 2.125 54.0 1.000 25.4 1.515 38.5 1.00 25.4 20,433 91.0 24,887 110.8 144.53 65.6

12 304.8 PSMD-50H-12 1.50"- 4 290.6 131.9 3.250 82.6 1.750 44.5 20.03 508.8 7.50 190.5 1.750 44.5 4.625 117.5 2.750 69.9 1.375 34.9 2.031 51.6 1.50 38.1 17,671 78.7 24,887 110.8 70.14 31.8

18 457.2 PSMD-50H-18 1.50"- 4 305.1 138.5 3.250 82.6 1.750 44.5 26.03 661.2 7.50 190.5 1.750 44.5 4.625 117.5 2.750 69.9 1.375 34.9 2.031 51.6 1.50 38.1 17,671 78.7 24,887 110.8 82.20 37.3

24 609.6 PSMD-50H-24 1.50"- 4 319.6 145.1 3.250 82.6 1.750 44.5 32.03 813.6 7.50 190.5 1.750 44.5 4.625 117.5 2.750 69.9 1.375 34.9 2.031 51.6 1.50 38.1 17,671 78.7 24,887 110.8 94.25 42.8

30 762.0 PSMD-50H-30 1.50"- 4 334.2 151.7 3.250 82.6 1.750 44.5 38.03 966.0 7.50 190.5 1.750 44.5 4.625 117.5 2.750 69.9 1.375 34.9 2.031 51.6 1.50 38.1 17,671 78.7 24,887 110.8 106.31 48.3

36 914.4 PSMD-50H-36 1.50"- 4 348.5 158.2 4.000 101.6 1.750 44.5 44.28 1124.8 7.50 190.5 1.750 44.5 5.125 130.2 2.750 69.9 1.375 34.9 2.031 51.6 1.50 38.1 30,483 135.8 37,699 167.9 146.10 66.3

42 1066.8 PSMD-50H-42 1.50"- 4 363.1 164.8 4.000 101.6 1.750 44.5 50.28 1277.2 7.50 190.5 1.750 44.5 5.125 130.2 2.750 69.9 1.375 34.9 2.031 51.6 1.50 38.1 30,483 135.8 37,699 167.9 160.95 73.1

48 1219.2 PSMD-50H-48 1.50"- 4 377.6 171.4 4.000 101.6 1.750 44.5 56.28 1429.6 7.50 190.5 1.750 44.5 5.125 130.2 2.750 69.9 1.375 34.9 2.031 51.6 1.50 38.1 30,483 135.8 37,699 167.9 175.81 79.8

60 1524.0 PSMD-50H-60 1.50"- 4 406.7 184.6 4.000 101.6 1.750 44.5 68.28 1734.4 7.50 190.5 1.750 44.5 5.125 130.2 2.750 69.9 1.375 34.9 2.031 51.6 1.50 38.1 30,483 135.8 37,699 167.9 205.52 93.3

HYDRAULIC CYLINDER (NFPA MT1, TR, 3,000 psi max.)

SIZE Ø BORE Ø ROD CE CH Ø CTØ S
(ACME)

Take-up
Weight PUSH (max) WeightCTO CPG CPO PULL (max)

40H
           

40H

2513

3213

35H
           

35H

2010

2513

CTBSIZE
TRAVEL

MODEL

30H

50H
           

50H

3217

4017

Ø CP

2010

NOTES
1. SEE PSMD PAGES FOR THE REST OF TAKE-UPS AND
        BEARINGS DIMENSIONS (A…Z)
2.TAKE-UPS WEIGHT DOES NOT INCLUDE WEIGHT OF 
        THE HYDRAULIC CYLINDERS. INSIDE.



COMPANY HISTORY
Van Gorp Corporation, a leading manufacturer of conveyor pulleys, was 
founded by Franklin “Hap” Van Gorp. He started the company as a job shop 
in 1933, initially to perform repairs for coal mines, gravel plants, rock quar-
ries, and area farmers. By the 1950’s, Van Gorp was manufacturing portable 
conveyor systems for use throughout the Mid-west. 

In 1957, the business was incorporated and Van Gorp Manufacturing was 
formed. Early experience with manufacturing conveyors and working closely 
with conveyor users led to the development of problem solving products 
that are industry standards today. For example, Van Gorp was a pioneer in 
the development and marketing of wing pulleys. Mr. Van Gorp invented a 
rubber-lagged wing pulley which gained immediate success as a belt-clean-
ing pulley. Other examples are the Double Drum pulley, which was designed 
for steel cable and other high belt tension applications, and the XT bushing 
system that was designed by Van Gorp in 1978 exclusively for conveyor 
pulleys. The XT is recognized in the market place as the premier bushing 
system for conveyor pulleys.

In May of 1976, the firm was acquired by Emerson Electric Co. of St. Lou-
is, and Van Gorp’s affiliation with Browning Manufacturing complemented 
the power transmission part of the Emerson corporate business. In 1988, 
this affiliation entered into a new organization phase called Emerson Power 
Transmission which added Morse, McGill, Seal-Master, and Rollway. 

VAN GORP TODAY
October 1, 2002, Emerson divested the Van Gorp/ EPT Pella, Iowa opera-
tion to a new company called Van Gorp Corporation which is owned and 
managed by former EPT managers. Van Gorp Corporation is a major manu-
facturer and marketer of conveyor components. Products include conveyor 
pulleys, shafting, rubber lagging, bearings, rollers, take-up frames, and oth-
er related power transmission products. 

Over the years, the material handling industry has exploded with new oppor-
tunities that require even better conveyor pulley designs and state-of-the-
art fabrication processes. Van Gorp makes conveyor pulleys as small as 2 
inches in diameter and 2 inches wide up to conveyor pulley assemblies that 
weigh twenty tons. They can be found operating around the world from 
gold mines in Alaska to the copper mines in Chile; from package handling 
in France to grain handling in Russia. Van Gorp’s concentration on product 
improvement has enabled the firm to become one of the largest conveyor 
pulley manufacturers in North America. 

OuR MISSION
Van Gorp is committed to providing 
products and services that meet or 
exceed the needs of our custom-
ers.  We do this for the satisfac-
tion of our customers, employ-
ees and shareholders.  

VISION
Van Gorp will excel as an organization 
delivering world class quality products 
through operational excellence and consis-
tent use of solid management principles.  

PSMD-H (HYDRAULIC-ASSIST)

NOTES:
1. SEE PSMD PAGES FOR THE REST OF TAKE-UPS AND BEARINGS DIMENSIONS (A…Z)
2.    TAKE-UPS WEIGHT DOES NOT INCLUDE WEIGHT OF THE HYDRAULIC CYLINDERS. INSIDE.

[in] [mm] [Lb] [kG] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [in] [mm] [Lbf] [kN] [Lbf] [kN] [Lb] [kG]

12 304.8 PSMD-60H-12 2.00"- 4 454.8 206.5 4.000 101.6 2.000 50.8 19.91 505.6 10.00 254.0 1.750 44.5 5.125 130.2 1.375 34.9 1.750 44.5 2.531 64.3 2.00 50.8 28,274 125.9 37,699 167.9 97.58 44.3

18 457.2 PSMD-60H-18 2.00"- 4 475.7 216.0 4.000 101.6 2.000 50.8 25.91 658.0 10.00 254.0 1.750 44.5 5.125 130.2 1.375 34.9 1.750 44.5 2.531 64.3 2.00 50.8 28,274 125.9 37,699 167.9 113.68 51.6

24 609.6 PSMD-60H-24 2.00"- 4 496.7 225.5 4.000 101.6 2.000 50.8 31.91 810.4 10.00 254.0 1.750 44.5 5.125 130.2 1.375 34.9 1.750 44.5 2.531 64.3 2.00 50.8 28,274 125.9 37,699 167.9 129.78 58.9

30 762.0 PSMD-60H-30 2.00"- 4 517.7 235.0 4.000 101.6 2.000 50.8 37.91 962.8 10.00 254.0 1.750 44.5 5.125 130.2 1.375 34.9 1.750 44.5 2.531 64.3 2.00 50.8 28,274 125.9 37,699 167.9 145.88 66.2

36 914.4 PSMD-60H-36 2.00"- 4 538.6 244.5 5.000 127.0 2.000 50.8 44.63 1133.5 10.00 254.0 1.750 44.5 6.625 168.3 1.375 34.9 1.750 44.5 2.531 64.3 2.00 50.8 49,480 220.4 58,905 262.3 244.09 110.8

42 1066.8 PSMD-60H-42 2.00"- 4 559.6 254.1 5.000 127.0 2.000 50.8 50.63 1285.9 10.00 254.0 1.750 44.5 6.625 168.3 1.375 34.9 1.750 44.5 2.531 64.3 2.00 50.8 49,480 220.4 58,905 262.3 268.08 121.7

48 1219.2 PSMD-60H-48 2.00"- 4 580.5 263.5 5.000 127.0 2.000 50.8 56.63 1438.3 10.00 254.0 1.750 44.5 6.625 168.3 1.375 34.9 1.750 44.5 2.531 64.3 2.00 50.8 49,480 220.4 58,905 262.3 292.07 132.6

60 1524.0 PSMD-60H-60 2.00"- 4 622.5 282.6 5.000 127.0 2.000 50.8 68.63 1743.1 10.00 254.0 1.750 44.5 6.625 168.3 1.375 34.9 1.750 44.5 2.531 64.3 2.00 50.8 49,480 220.4 58,905 262.3 340.04 154.4

12 304.8 PSMD-70H-12 2.50"- 4 695.9 315.9 5.000 127.0 2.000 50.8 21.81 554.0 12.50 317.5 1.750 44.5 6.625 168.3 3.063 77.8 1.750 44.5 2.531 64.3 2.00 50.8 49,480 220.4 58,905 262.3 148.15 67.3

18 457.2 PSMD-70H-18 2.50"- 4 734.7 333.5 5.000 127.0 2.000 50.8 27.81 706.4 12.50 317.5 1.750 44.5 6.625 168.3 3.063 77.8 1.750 44.5 2.531 64.3 2.00 50.8 49,480 220.4 58,905 262.3 172.14 78.2

24 609.6 PSMD-70H-24 2.50"- 4 773.5 351.1 5.000 127.0 2.000 50.8 33.81 858.8 12.50 317.5 1.750 44.5 6.625 168.3 3.063 77.8 1.750 44.5 2.531 64.3 2.00 50.8 49,480 220.4 58,905 262.3 196.12 89.0

30 762.0 PSMD-70H-30 2.50"- 4 812.2 368.8 5.000 127.0 2.000 50.8 39.81 1011.2 12.50 317.5 1.750 44.5 6.625 168.3 3.063 77.8 1.750 44.5 2.531 64.3 2.00 50.8 49,480 220.4 58,905 262.3 220.11 99.9

36 914.4 PSMD-70H-36 2.50"- 4 851.0 386.4 5.000 127.0 2.000 50.8 45.81 1163.6 12.50 317.5 1.750 44.5 6.625 168.3 3.063 77.8 1.750 44.5 2.531 64.3 2.00 50.8 49,480 220.4 58,905 262.3 244.09 110.8

42 1066.8 PSMD-70H-42 2.50"- 4 889.8 404.0 5.000 127.0 2.000 50.8 51.81 1316.0 12.50 317.5 1.750 44.5 6.625 168.3 3.063 77.8 1.750 44.5 2.531 64.3 2.00 50.8 49,480 220.4 58,905 262.3 268.08 121.7

48 1219.2 PSMD-70H-48 2.50"- 4 928.6 421.6 5.000 127.0 2.000 50.8 57.81 1468.4 12.50 317.5 1.750 44.5 6.625 168.3 3.063 77.8 1.750 44.5 2.531 64.3 2.00 50.8 49,480 220.4 58,905 262.3 292.07 132.6

60 1524.0 PSMD-70H-60 2.50"- 4 1006.2 456.8 5.000 127.0 2.000 50.8 69.81 1773.2 12.50 317.5 1.750 44.5 6.625 168.3 3.063 77.8 1.750 44.5 2.531 64.3 2.00 50.8 49,480 220.4 58,905 262.3 340.04 154.4

12 304.8 PSMD-80H-12 2.50"- 4 858.8 389.9 5.000 127.0 2.000 50.8 21.31 541.3 12.50 317.5 1.750 44.5 6.625 168.3 3.063 77.8 1.750 44.5 2.531 64.3 2.00 50.8 49,480 220.4 58,905 262.3 148.15 67.3

18 457.2 PSMD-80H-18 2.50"- 4 897.6 407.5 5.000 127.0 2.000 50.8 27.31 693.7 12.50 317.5 1.750 44.5 6.625 168.3 3.063 77.8 1.750 44.5 2.531 64.3 2.00 50.8 49,480 220.4 58,905 262.3 172.14 78.2

24 609.6 PSMD-80H-24 2.50"- 4 936.4 425.1 5.000 127.0 2.000 50.8 33.31 846.1 12.50 317.5 1.750 44.5 6.625 168.3 3.063 77.8 1.750 44.5 2.531 64.3 2.00 50.8 49,480 220.4 58,905 262.3 196.12 89.0

30 762.0 PSMD-80H-30 2.50"- 4 975.1 442.7 5.000 127.0 2.000 50.8 39.31 998.5 12.50 317.5 1.750 44.5 6.625 168.3 3.063 77.8 1.750 44.5 2.531 64.3 2.00 50.8 49,480 220.4 58,905 262.3 202.93 92.1

36 914.4 PSMD-80H-36 2.50"- 4 1019.6 462.9 6.000 152.4 2.500 63.5 47.94 1217.6 13.00 330.2 2.000 50.8 7.625 193.7 4.438 112.7 1.750 44.5 2.531 64.3 2.00 50.8 84,823 377.8 99,549 443.4 340.20 154.5

42 1066.8 PSMD-80H-42 2.50"- 4 1058.4 480.5 6.000 152.4 2.500 63.5 53.94 1370.0 13.00 330.2 2.000 50.8 7.625 193.7 4.438 112.7 1.750 44.5 2.531 64.3 2.00 50.8 84,823 377.8 99,549 443.4 371.07 168.5

48 1219.2 PSMD-80H-48 2.50"- 4 1097.1 498.1 6.000 152.4 2.500 63.5 59.94 1522.4 13.00 330.2 2.000 50.8 7.625 193.7 4.438 112.7 1.750 44.5 2.531 64.3 2.00 50.8 84,823 377.8 99,549 443.4 401.95 182.5

60 1524.0 PSMD-80H-60 2.50"- 4 1174.7 533.3 6.000 152.4 2.500 63.5 71.94 1827.2 13.00 330.2 2.000 50.8 7.625 193.7 4.438 112.7 1.750 44.5 2.531 64.3 2.00 50.8 84,823 377.8 99,549 443.4 463.69 210.5

SIZE
Ø BORE Ø ROD CE CH Ø CTØ S

(ACME)

Take-up
Weight PUSH (max) WeightCTO Ø CP

60H
           

60H

4020

5020

CTB CPG CPO PULL (max)SIZE
TRAVEL

MODEL
HYDRAULIC CYLINDER (NFPA MT1, TR, 3,000 psi max.)

70H 5020

80H
           

80H

5020

6025

NOTES
1. SEE PSMD PAGES FOR THE REST OF TAKE-UPS AND
        BEARINGS DIMENSIONS (A…Z)
2.TAKE-UPS WEIGHT DOES NOT INCLUDE WEIGHT OF 
        THE HYDRAULIC CYLINDERS. INSIDE.



COMPANY HISTORY
Van Gorp Corporation, a leading manufacturer of conveyor pulleys, was 
founded by Franklin “Hap” Van Gorp. He started the company as a job shop 
in 1933, initially to perform repairs for coal mines, gravel plants, rock quar-
ries, and area farmers. By the 1950’s, Van Gorp was manufacturing portable 
conveyor systems for use throughout the Mid-west. 

In 1957, the business was incorporated and Van Gorp Manufacturing was 
formed. Early experience with manufacturing conveyors and working closely 
with conveyor users led to the development of problem solving products 
that are industry standards today. For example, Van Gorp was a pioneer in 
the development and marketing of wing pulleys. Mr. Van Gorp invented a 
rubber-lagged wing pulley which gained immediate success as a belt-clean-
ing pulley. Other examples are the Double Drum pulley, which was designed 
for steel cable and other high belt tension applications, and the XT bushing 
system that was designed by Van Gorp in 1978 exclusively for conveyor 
pulleys. The XT is recognized in the market place as the premier bushing 
system for conveyor pulleys.

In May of 1976, the firm was acquired by Emerson Electric Co. of St. Lou-
is, and Van Gorp’s affiliation with Browning Manufacturing complemented 
the power transmission part of the Emerson corporate business. In 1988, 
this affiliation entered into a new organization phase called Emerson Power 
Transmission which added Morse, McGill, Seal-Master, and Rollway. 

VAN GORP TODAY
October 1, 2002, Emerson divested the Van Gorp/ EPT Pella, Iowa opera-
tion to a new company called Van Gorp Corporation which is owned and 
managed by former EPT managers. Van Gorp Corporation is a major manu-
facturer and marketer of conveyor components. Products include conveyor 
pulleys, shafting, rubber lagging, bearings, rollers, take-up frames, and oth-
er related power transmission products. 

Over the years, the material handling industry has exploded with new oppor-
tunities that require even better conveyor pulley designs and state-of-the-
art fabrication processes. Van Gorp makes conveyor pulleys as small as 2 
inches in diameter and 2 inches wide up to conveyor pulley assemblies that 
weigh twenty tons. They can be found operating around the world from 
gold mines in Alaska to the copper mines in Chile; from package handling 
in France to grain handling in Russia. Van Gorp’s concentration on product 
improvement has enabled the firm to become one of the largest conveyor 
pulley manufacturers in North America. 

OuR MISSION
Van Gorp is committed to providing 
products and services that meet or 
exceed the needs of our custom-
ers.  We do this for the satisfac-
tion of our customers, employ-
ees and shareholders.  

VISION
Van Gorp will excel as an organization 
delivering world class quality products 
through operational excellence and consis-
tent use of solid management principles.  

IN THE FIELD

Manual style take-ups are typically used on shorter, light duty belts, where it’s not 
feasible to include an automatic take-up due to space considerations. Manual 
take-ups offer a means to mechanically tighten down the conveyor belt to create the 
tension necessary to keep the belt from slipping on the drive pulley as material is 
being carried. 

Many manual take-ups do not offer a method for determining or monitoring belt 
tensions in the conveyor so it is common for conveyor designers to include an 
additional safety factor built into the design tensions to account for this inability 
to control tensions and the commonality with over tensioning the belts during 
installation or maintenance. One solution to the tension fluctuation is to use 
hydraulically assisted manual take-up frames as this allows the installer to monitor 
the amount of tension being set by the take-ups to control this variability. 

To estimate the take-up travel required for a conveyor with a standard fabric belt, one 
can take the conveyor length (distance from tail to head) and multiply by 3% to obtain 
the amount of stretch the belt will require in order to create the tension in the belt 
needed to run. Rounding this value up to the next standard travel provides a good 
approximation of the travel needed for the manual take-up selected. Though manual 
take-ups can work on longer conveyor lengths, CEMA recommends transitioning 
towards automatic take-ups when the length is above 100’ (30 m) as this simplifies the 
system and the installation.

TAKE-UP TRAVEL EXAMPLE:
Conveyor Length Tail to Head– 70’
Approximate travel required to tension belt – 70 x 0.03 = 2.1’ or 25.2”
Selected take-up travel – 30”

For special belting materials or steel cable belts, 
please consult Engineering or Conveyor Designer to help assist in take-up 
selections and necessary travel lengths.
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